


 
 

FEATURING  
Marwood Villas 

 
7751 So. 94​th​ Bay 

1,405 sq. ft. finished, Main Level 
505 sq. ft. finished, 2nd Level 

 
SPECIFICATIONS  

 

Exterior shell and interior framing to match development   
 

3’ x 8’ Therma­tru Fiber Classic (mahogany) front door   
 

90+ efficient forced air gas furnace; 13 seer, 2.5­ton air 
conditioner;  second floor furnace optional 

 
6’8” solid core painted interior doors, 3” casing and 4 ½” base in 
main level visual areas; standard colonial casing and base 
elsewhere   
 

Standard plumbing package 
 

Painted woodwork and walls two coats eggshell finish paint, 
painted garage.  Ceilings are not painted.   

Electrical per code   
 

Satin nickel door levers  
 

Enviro­Dri weather resistant barrier system   
 

40” tall plate glass mirrors, length of vanities   
 

R­19 batt insulation in walls, R­38 in ceiling, sound batt plumbing 
pipes and bath walls; no insulation in garage walls or ceiling  
 

Final grade, underground sprinklers, sod lot   
 

1/2" gypsum board interior walls and ceilings, smooth finish walls, 
hand texture ceilings  
 

Clean job site upon completion 


